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Making Maintainance Easier

GigaX1024P

24 Ports 10/100Mbps + 2 Gigabit Smart Switch
GigaX1116

16 Ports Gigabit Switch with VCT Solution

Smarty
WSwitch

Server
Mail Server

Server
File

«The_Perfect Solution

GigaX1116+VCT

High Speed, High Performance!

Cost saving

Diagnose the quality of cable plant

Identify and report cabling issues on each port
Plug and Press

GigaX1024P Smart Switch
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Key Features of CNM

* Windows-based system: for Windows 2000, ME and XP

» Switch discovery: Automatically discover ASUS switches on LAN

» Topology tree: Display the relationships of switch nodes in a tree list format
» Port status monitoring: Real-time network monitoring

#» Physical interface setup

» Link aggregation setup

» Bandwidth control setup

» Setup of up to 32 group port-based VLANs

* IGMP snooping setup



GigaK1024 / GigaK1024P Technical Specifications

Port Attributes © 24 RJ-45 10/100Mbps ports
o 2 RJ-45 Gigabit ports++
o AC Power
o Auto MDIMDIX
o Auto-negotiation: Speed, duplex mode, flow control
" — o Dimension: 44 cm (H) x 444 cm (W) x 20 cm (D) Snecial Feature
Physical Specification (171 % 17 48" x 787"
o Weight: 2.2Kg
LEDs © Port: Status, Speed, Duplex/Collision central ,zed Netwark
o Device: Power M
IEEE 802.3 10BASE-T anagement
P o 3 -
Standard Compllance © |EEE 802.3u 100BASE-TX
o |EEE 8023ab  1000BASE-T++
o |EEE 802.3x  Flow Control Physlcal Interface
o Up to 8000 MAC addresses with automatic address leaming and aging. e
Performance © Switch Fabric Capability:
* GigaxX1024P: 8.8Gbps * GigaxX1024: 4.8Gbps Line r
o Packet Forwarding Rate:
* GigaX1024P: 6.6 Mpps * Gigax1024: 3.6 Mpps
o Store- and —forward.
o Full wire-speed switching on all ports.
o Back-pressure in half-duplex and flow control in full-duplex operation.
o CoS: recognizes 802.1p tagged values.
Features o (QoS: 2 transmit queues per port.
o Source address learning and aging function.
o B8 Trunk groups++
o |IGMP snooping++
o Port management and diagnosis++
o Bandwidth control on Tx/Rx in 128Kbps++
Power Requirement o Power supply: AC, 90~240VAC, 50/60HZ
© Power consumption: 12W Maximum
- - y © Operating Temperature Otod4DC
Environmental Specification o Non-operating Temperature -25t0 70 C
o  Humidity 5% to 95% (Non-condensing)
o \ibration IEC 68-2-36
o Shock IEC 68-2-29
o Drop |IEC 68-2-32
© UL1950
Safety o TUV
y
EMC © FCC Part 15 Class A
o CE Mark
++Features available in GigaX1024P
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GigaK1116 Technical Specifications

16 RJ-45 for 10/100/1000Mbps Ethemnet ports N\
Auto MDIMDIX

Auto-negotiation: Speed, duplex mode, flow control
AC Power

Port Attributes
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Dimension: 4.4 cm (H) x 44.2 cm (W) x 20 cm (D)
(1.71"x 17.48" x 7.87")
Weight: 2.3kg

Physical Specification

<]

|EEE 802.3 10BASE-T

|IEEE 802.3u 100BASE-TX
|IEEE 802.3ab  1000BASE-T
|IEEE 802.3x Flow Control

Standard Compliance
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Up to 4,000 MAC Address
Forwarding Rate: 23.8Mpps
Switch Fabric: 32 Gbps

Performance
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Power Supply: AC 90-240V, 50/60 HZ
Power consumption: 50W Maximum
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Power Requirement

Operating Temperature 0to 40C (32 to 104 F)
Storage Temperature -40to 70 C (-40to 158 F)
Operating Humidity 0to 85%

Storage Humidity 0 to 90%

Vibration |IEC 68-2-36

Shock IEC 68-2-29

Drop IEC 68-2-32

Environmental
Specification

o000 000

UL1950

Safety e

o

FCC Part 15 Class A
o CE,C-TICK, CB

EMC
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